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ABBREVIATIONS AND ACRONYMS 

amsl   above mean sea level 

BTEX   benzene, toluene, ethylbenzene and total xylenes 

CTO   Contract Task Order 

DEH   Department of Environmental Health 

DO   dissolved oxygen 

DOT   Department of Transportation 

EPA   U.S. Environmental Protection Agency 

ft/ft   feet per foot 

iron (II)  ferrous iron 

LCS   laboratory control sample 

LCSD   laboratory control sample duplicate 

MCB   Marine Corps Base 

NAVFAC SW  Naval Facilities Engineering Command, Southwest 

ORP   oxidation/reduction potential 

PAH   polynuclear aromatic hydrocarbon  

RPD   relative percent difference 

RWQCB  Regional Water Quality Control Board 

SES-TECH  Sealaska Environmental Services LLC and Tetra Tech FW, Inc. 

TPH-d   total petroleum hydrocarbons quantified as diesel 

UST   Underground Storage Tank 

VOC   volatile organic compound 

Water Board  California Regional Water Quality Control Board 



 

1.0 INTRODUCTION 

This Groundwater Monitoring Report, prepared by SES-TECH, a joint venture between Sealaska 
Environmental Services LLC and Tetra Tech FW, Inc., presents the results of groundwater 
sampling completed in June 2006 at Underground Storage Tank (UST) Site 14131, Marine Corps 
Base (MCB) Camp Pendleton, California (Figure 1-1).  

UST Site 14131 is regulated under the California State Water Resources Control Board Leaking 
UST program as administered by the California Regional Water Quality Control Board (Water 
Board, formerly RWQCB), San Diego Region, and this analysis was conducted in support of 
efforts to achieve regulatory site closure. The document guiding the assessment, remediation, 
and closure process for the site is the San Diego County Site Assessment and Mitigation Manual 
2004 (San Diego County Department of Environmental Health [DEH], 2004).  This groundwater 
sampling event is the first of four consecutive quarterly events proposed to be completed as part 
of the monitored natural attenuation remedial action alternative requested for the site in the 
Corrective Action Plan (SES-TECH, 2006).  The groundwater sampling activities conducted at 
the site, as well as the associated reporting activities, were performed under Contract Task Order 
(CTO) No. 0010 for the Naval Facilities Engineering Command, Southwest (NAVFAC SW), 
Contract No. N68711-04-D-1104. 

1.1 SCOPE OF WORK 

Groundwater monitoring at UST Site 14131 includes measuring water levels and collecting and 
analyzing groundwater samples. During this sampling event, monitoring wells MW3, MW5, 
MW6, and MW7 were sampled for total petroleum hydrocarbons quantified as diesel (TPH-d), 
volatile organic compounds (VOCs), polynuclear aromatic hydrocarbons (PAHs), and natural 
attenuation parameters nitrate and sulfate.  
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1.2 SITE IDENTIFICATION 

Site Address: Building 14131, 14 Area  
MCB Camp Pendleton, CA  92055 

Facility Name: Battalion Headquarters 

County of San Diego DEH Case No.: H05939-266 

Property Owner and Responsible Party: United States Marine Corps 

MCB Camp Pendleton Contact: Mr. Chet Storrs, Remediation Branch Manager
Assistant Chief of Staff, Environmental 
Security 
Building 22165 
MCB Camp Pendleton, CA  92055-5008 
(760) 725-9774 

Remedial Project Manager: Mr. Bipin Patel 
NAVFAC SW 
1220 Pacific Highway 
San Diego, CA  92132-5181 
(619) 532-4814 
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2.0 GROUNDWATER SAMPLING 

The following sections summarize the June 2006 quarterly sampling event, the first of four 
consecutive events to be completed at UST Site 14131.  

2.1 WATER LEVEL MEASUREMENTS 

As part of the groundwater sampling event, the depth to water and the total depth of each well 
were measured from the top of the well casing and recorded on a well sampling log 
(Appendix A). Table 2-1 provides a summary of the groundwater elevation data.  Since the well 
screen in MW2 was installed relatively deep (between 32 and 47 feet below ground surface), 
groundwater was above the top of the screen in this well. 

A groundwater elevation contour map was prepared based on the most recently recorded water 
levels (Figure 2-1). 

2.2 SAMPLING METHODOLOGY 

On June 21, 2006, four of the five monitoring wells on site (MW3, MW5, MW6, and MW7) 
were sampled using low-flow sampling methodology. Well MW2 was not sampled because the 
well screen was installed deep and groundwater was over 20 feet above the top of the screen.  
Before sampling, a bladder pump was slowly lowered into each well and positioned 
approximately 2 feet below the surface of the groundwater table.  In addition, a water-level 
indicator was placed at the water surface to monitor water-level drawdown during purging.  
While purging at the lowest operational setting of the pump, which was approximately 
100 milliliters per minute, the water level surface exceeded the maximum drawdown limit of 
0.33 feet at wells MW5 and MW7.   

Because a stabilized water level could not be achieved, even at very low purging rates, a passive, 
or minimum purge, sampling method was performed following the methodology presented in a 
U.S. Environmental Protection Agency (EPA) Groundwater Issue paper titled Low Flow 
(Minimal Drawdown) Ground-Water Sampling Procedures (Puls and Barcelona, 1996). The 
passive/minimal purge approach requires the removal of a minimum of three volumes of the 
sampling system from each well. The liquid volume of the sampling system consists of the 
volume of the pump’s bladder, discharge tubing and flow through cell attached to the water 
quality meter. After purging the required volume at the lowest flow rate achievable for each well, 
a groundwater sample was collected. 

To monitor groundwater conditions during purging, water-quality parameters were measured as 
follows: temperature, pH, electrical conductivity, turbidity, dissolved oxygen (DO), and 
oxidation/reduction potential (ORP). These measurements were recorded on the well sampling 
logs provided in Appendix A. After purging the required volume at the lowest flow rate 
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achievable for each well, a groundwater sample was collected. Groundwater samples were 
collected through new disposable polyethylene discharge tubing, which was connected to the 
bladder pump. Each sample was collected in the appropriate containers, labeled, and placed in a 
cooler with ice immediately after sample collection for delivery to the analytical laboratory. 

All non-disposable down-hole equipment, such as the bladder pump and water-level indicator, 
were decontaminated before sampling each well. 

2.3 SAMPLE ANALYSES 

Groundwater samples were delivered by courier to EMAX Laboratories in Torrance, California, 
for analysis of TPH-d using EPA Method 8015B, VOCs using EPA Method 8260B, and PAHs 
using EPA Method 8270C.  To continue evaluating the site for potential natural attenuation of 
groundwater, samples were analyzed for nitrate and sulfate by EPA Method 300.0. On-site 
analysis for ferrous iron [iron (II)] was completed using a Hach IR-18C field kit and documented 
for each well on the well sampling forms (Appendix A). 

2.4 WASTE MANAGEMENT 

All equipment decontamination water and groundwater generated from well purging were 
temporarily contained in Department of Transportation (DOT)-approved drums and stored on 
site. The drums were closed, marked, labeled, and located to minimize traffic hazards and 
discourage tampering. The wastewater drums were transported off site for disposal at a waste-
permitted facility. The handling, management, transportation, and disposal of wastewater were 
conducted in accordance with state and federal laws and regulations. No wastes were stored at 
the site for more than 60 days. A copy of the waste manifest is provided in Appendix B. 
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3.0  GROUNDWATER MONITORING RESULTS 

Groundwater flow and analytical results from the June 2006 sampling event are discussed in the 
following subsections. 

3.1 GROUNDWATER FLOW DIRECTION 

Groundwater elevations measured during the June 2006 event are presented in Table 2-1. 

As shown on Figure 2-1, groundwater elevations at the site ranged from 284.25 feet above mean 
sea level (amsl) at MW2 to 288.26 feet amsl at MW7.  The water level at MW2 was 
approximately 21.56 feet above the screened interval of the well; however, depths to water in 
MW3, MW5, MW6, and MW7 were all within the screened intervals of the wells. 

Based on water levels measured for the June 2006 event, groundwater flows generally eastward 
(see Figure 2-1) with an approximate gradient of 0.048 feet per foot (ft/ft). 

3.2 ANALYTICAL RESULTS 

A total of four samples (plus a field duplicate, a trip blank, and an equipment rinsate sample) 
were collected during the June 2006 event and sent to EMAX Laboratories for analysis. A 
summary of groundwater sampling results is presented in Table 3-1 and further summarized on 
Figure 2-1. 

TPH-d was detected in sample 10-14131-005, collected from MW7, and sample 10-14131-006, a 
duplicate sample from MW7.  The reported concentrations of TPH-d were 0.95 and 1.0 
milligrams per liter, respectively. Acetone, bromodichloromethane, chloroform, and 
dibromochloromethane were each detected in sample 10-14131-005 at estimated concentrations 
less than the reporting limits (J-flag). The duplicate sample, sample 10-14131-006, had 
detections of bromodichloromethane, chloroform, chloromethane, and dibromochloromethane, 
also at estimated concentrations below reporting limits (J-flag).  Bromodichloromethane, 
chloroform, and dibromochloromethane are trihalomethanes, which are common byproducts of 
the dechlorination process for drinking water.  Because MW7 is a new well, the tap water used to 
hydrate the bentonite seal is possibly a source of these analytes around this well.  Other targeted 
VOCs, including benzene, toluene, ethylbenzene, and total xylenes (BTEX), were not detected in 
any of the wells.  In addition, PAHs were not detected in any of the four monitoring wells.   

As discussed in Section 2.3, samples from all wells were also analyzed for parameters to be used 
for evaluation of natural attenuation of groundwater. Laboratory analyses for nitrate and sulfate, 
field analyses for iron (II), and field measurements of DO and ORP were performed.  These 
analytical results and field measurements are summarized in Table 3-1. Purging and sampling 
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data sheets with the recorded ORP and DO readings and iron (II) results for each well are 
provided in Appendix A. 

The analytical results were successfully uploaded to the Water Board Geotracker database 
(Confirmation No. 8007905662). A copy of the laboratory analytical report and the chain-of-
custody form is provided in Appendix C. 
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4.0  QUALITY ASSURANCE AND QUALITY CONTROL 

This section summarizes the quality assurance and quality control results for the June 2006 
groundwater sampling event. 

All groundwater samples were collected and preserved in accordance with the San Diego County 
Site Assessment and Mitigation Manual 2004 (DEH, 2004) and were delivered to the analytical 
laboratory within 24 hours of sample collection by a laboratory courier and analyzed within the 
method-specified analytical holding times. EMAX Laboratories, a state of California-certified 
and Naval Facilities Engineering Service Center-evaluated laboratory, performed the sample 
analyses.  

One field duplicate (identified as 10-14131-006) was collected from monitoring well MW7. The 
relative percent difference (RPD) between the samples was 5 percent for TPH-d, 6 percent for 
bromodichloromethane, 2 percent for chloroform, and 10 percent for dibromochloromethane. 
The RPD for all other analytes could not be determined because other target analytes were not 
detected in either one or both of the samples collected from monitoring well MW7. 

To assess potential cross-contamination of analytes during sample transport, a trip blank sample 
(identified as 10-14131-001) was sent with groundwater samples to the laboratory and analyzed 
for VOCs.  Detectable levels of VOCs were not reported above the project reporting limits in the 
trip blank sample. 

One equipment rinsate sample was also collected (identified as 10-14131-007) and analyzed for 
TPH-d, VOCs, and PAHs. A low concentration of chloroform was detected below laboratory 
reporting limits (J-flag).  Given that no detections of chloroform were found above reporting 
limits in the collected samples, this chloroform detection is most likely a result of a laboratory 
artifact or contaminant.  Detectable levels of TPH-d and other VOCs were not reported in the 
equipment rinsate sample, indicating the effectiveness of the decontamination procedure. 

Method blanks, surrogate spikes, laboratory control samples (LCSs), and LCS duplicates 
(LCSDs) were analyzed to assess method accuracy and precision in accordance with the 
analytical method specifications. A set of matrix spike and matrix spike duplicate samples 
(10-14131-004) was provided to the laboratory during this sampling event. No detectable levels 
of TPH-d, VOCs, or PAHs were found in the method blanks. Percent recoveries in LCS, LCSD, 
and surrogates were well within the project-specified quality control acceptance limits.  With the 
exception of naphthalene, which had an RPD of 36 percent, RPDs between the spiked duplicates 
were all within acceptance limits. 
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5.0 SUMMARY 

Based on water levels measured for the June 2006 event, groundwater flows generally eastward 
(see Figure 2-1) with an approximate gradient of 0.048 ft/ft. Groundwater elevations at the site 
ranged from 284.25 feet amsl at MW2 to 288.26 feet amsl at MW7. The water level in MW2 was 
significantly above the screened interval of the well (over 20 feet), and MW2 was not sampled. 
The depths to water in the other four wells were within the screened intervals.  

During the June 2006 event, TPH-d was detected in both samples collected from MW7.  The J-
flag (estimated) concentrations of acetone, bromodichloromethane, chloroform, chloromethane, 
and dibromochloromethane detected at MW7 were not above reporting limits. PAHs and other 
VOCs, including BTEX, were not detected in any of the wells. 

This sampling event was the first of four consecutive quarterly events undertaken in order to 
support a case for site closure. SES-TECH will continue to execute this sampling scheme and 
make a recommendation concerning further corrective action, if appropriate, upon its 
completion.
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TABLE 2-1

SUMMARY OF GROUNDWATER ELEVATIONS 
UST SITE 14131, MCB CAMP PENDLETON, CALIFORNIA

Page 1 of 1

Monitoring 
Well ID

Well Screen 
Interval

(feet btoc)

Reference Point 
(toc) Elevation 

(feet amsl)

Date 
Measured

Depth to Water 
(feet btoc)

Groundwater 
Elevation      
(feet amsl)

3/24/92 9.64 285.05
4/17/92 9.18 285.51
6/19/06 10.44 284.25
3/24/92 8.47 288.70
4/17/92 8.54 288.63
3/16/06 9.23 287.94
6/19/06 9.32 287.85
12/2/98 9.43 285.65
3/16/06 6.77 288.31
6/19/06 8.38 286.70
12/2/98 5.12 289.62
3/16/06 5.87 288.87
6/19/06 7.95 286.79

MW7(1) 5 − 15 295.99 6/19/06 7.73 288.26
Notes:

(1) - Well installed after March 2006 sampling event
amsl - above mean sea level
btoc - below top of casing
MCB - Marine Corps Base
toc -  top of casing
UST - Underground Storage Tank

MW2 32 − 47 294.69

MW3 8 − 23 297.17

5 − 15 295.08

MW6 5 − 15 294.74

MW5
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TABLE 3-1

SUMMARY OF GROUNDWATER SAMPLING RESULTS
UST SITE 14131, MCB CAMP PENDELTON, CALIFORNIA

Page 1 of 1

T
PH

-d

N
itr

at
e-

N

Su
lfa

te

Ir
on

 (I
I)

D
is

so
lv

ed
 O

xy
ge

n

O
R

P

mg/L mg/L mg/L mg/L mg/L mV

03/24/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

04/17/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

03/24/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

04/17/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

03/24/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

04/17/92 ND ND ND ND ND -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

MW4 12/02/98 MW14131-4 6.3 0.7J ND 1.0J 1.3J ND 41J NA ND NA NA 5.0J 0.5 0.4 0.1J 8.3 23 0.2J 0.75 -- -- -- -- --

MW5 12/02/98 MW14131-5 ND ND ND ND ND ND 31J NA ND NA NA ND ND ND ND ND ND ND ND -- -- -- -- --

MW6 12/02/98 MW14131-6 ND ND ND ND ND 3J ND NA ND NA NA ND ND ND ND ND ND ND ND -- -- -- -- --

03/16/06 0004-136 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND -- -- -- -- --

06/21/06 10-14131-002 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND 46.8 1460 0.0 1.56 138

03/16/06 0004-135 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND -- -- -- -- --

06/21/06 10-14131-003 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND 1.19 131 0.0 1.56 100

0004-137 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND -- -- -- -- --

0004-138 (Dup) ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND -- -- -- -- --

06/21/06 10-14131-004 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND 8.67 81.2 0.0 0.86 82

10-14131-005 0.95 ND ND ND ND ND 7.2J 0.48J 0.61J 0.29J ND ND ND ND ND ND ND ND ND 6.9 241 0.0 1.20 99

10-14131-006 (Dup) 1.0 ND ND ND ND ND ND 0.51J 0.62J 0.32J 0.23J ND ND ND ND ND ND ND ND 6.8 240 -- -- --

0.1(1) 1 150 680 1750 13 (2) 100(3) 100(3) 100(3) (2) (2) (2) (2) 0.2(4) (2) (2) 1 (2) 10 500(1) (2) (2) (2)

Notes:

(1) - Secondary taste and odor objective mg/L -  milligrams per liter
(2) - No established water quality objective MTBE - methyl tert-butyl ether
(3) - Total trihalomethanes NA - not available
(4) - Proposed primary MCL ND - not detected above project reporting limits
-- - Not analyzed ORP - oxidation/reduction potential
μg/L -  micrograms per liter PAH - polynuclear aromatic hydrocarbon
Dup - duplicate sample TPH-d -  total petroleum hydrocarbons quantified as diesel 
iron (II) - ferrous iron UST - Underground Storage Tank
J - estimated value VOC - volatile organic compound
MCB - Marine Corps Base
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